
 

SuperProof Bituminous Sealer Technical Data Sheet 

Manufactured by: SKY for Building and Construction, Eastern 
Industrial Zone, Nablus, Palestine 
Mobile: +970 599 769614  
Fax: +970 9 2370291  

Product Description:  

SuperProof Sealer is a water-based waterproof bituminous sealer used for 

general construction insulation coatings for buildings. SuperProof can be also 

used at roof tops. SuperProof is flexible, easy to use, applied at cold 

temperatures and used directly from the bucket without the need for pre-

preparation. 

Applications:  

General Construction Insulation Coatings: 

- Bathrooms, kitchens and shower-rooms 

- Patio floors 

- Basement walls 

- Concrete walls 

- Small balconies under tiles 

WATERBASED WATERPROOF
BITUMINOUS SEALER



Performance Features:  

SuperProof sealer is the ideal solution for water leakage at bathrooms, 

basement walls and even at roof tops for buildings. SuperProof in addition to 

its high bituminous content, it also contains some other agents that improve 

the performance of the sealer and make it more flexible and durable. 

Material Specifications:  

Adhesion strength to concrete - 1.14 MPa 

Resistance to positive water pressure (7 Atm for 24 hrs) O.K. 

Resistance to negative water pressure (1.5 ATM) O.K. 

Water Vapors passage S.D.  = 2.20 meter 

Solids content: about 60% 

Directions for Use:  

- Before application clean up the surface to remove all the dirt and dust. 

(refer to NACE No. SSPC-SP13) 

- Application rates and drying times are illustrated in the following table 

(refer to ASTDM C309) 

- Minimum film thickness per layer: 600 microns (200-300 microns per 

layer) (refer to CP102:1973) 

- Make sure the 1st layer is dry before application of the second layer (refer 

to ASTM DH263) 



Special Notes: 

- Store at room temperature, avoid temperatures below 5°C. 

- The product is ready to use, do not dilute with water or anything else (use 

directly) except for the prime coat layer. 

- Use a brush or a roller to apply 

- This product should not be applied if rain is expected within the next 4 days 

of application 

- If you notice some large particles try to dissolve with manual agitation 

- Tools can be cleaned with solvent or turpentine and then with water after 

usage.  

Application Layers

Approximate 
Drying Times at 

the Summer 
Season at 20ºC and 

Above. (Hours)

Approximate 
Drying Times at 

the Winter Season 
Below 20ºC.    

(Hours)

Approximate 
Application 

rate (kg/
sqm)

Dilution with 
Water (ratio)

Bathrooms 
and Shower 

Rooms

Prime Coat 0.5 0.5 0.25 - 0.35 1W:1SuperProof

1st Layer 2 2-3 1 Do Not Dilute

2nd Layer 3 4-5 1 Do Not Dilute

For Patio 
Floors

Prime Coat 0.5 0.5 0.25 - 0.35 1W:1SuperProof

1st Layer 2 2-3 1 Do Not Dilute

2nd Layer 3 4-5 1 Do Not Dilute

Basement 
Walls, 

Retaining 
Walls and 

Foundations 

Prime Coat 0.5 0.5 0.25 - 0.35 1W:1SuperProof

1st Layer 1-2 2-3 1 Do Not Dilute

2nd Layer 2 3-4 1 Do Not Dilute



Storage and Handeling:  

- Store inside at room temperature 

- Do not remove the plastic cover appears inside during storage 

- Keep the bucket closed unless used 

- Valid for use for up to 6 months of the date of manufacturing 

Email Address: info@skyconst.com  


